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NOTE: UNDERDRAIN TO BE LAID
ON A MINIMUM OF 0.5% GRADE
UNLESS OTHERWISE DIRECTED.
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* _—— PLACE TAR PAPER ON TOP OF JOINTS
FOR BELL & SPIGOT TYPE PIPE
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4" 0.0. 4"
a4 0.0. a4 MIN. MIN.
MIN. MIN™ 8”0.D0. PIPE
8“+0.D. PIPE MINTMUM

SUB-SURFACE DRAINAGE
DITCH SECTION

I —

EARTH BACKFILL
PLACED ACCORDING
TO SPECIFICATIONS
FOR “TAMPED FILL"

FOR JOINTS, REFER TO
SPECIFACATINS

THIS LENGTH SHALL BE CIRCULAR
CORRUGATED METAL PIPE OF SPECIFIED

OUTLET SIZE IN ALL CASES. TO BE MEASURED
AND PAID FOR AT CONTRACT UNIT PRICE FOR
UNDERDRAIN OUTLET.

5” CONCRETE GUTTER FOR UNDERDRAIN OUTLET

TOE WALL

* NOTE ‘A’:WHERE UNDERDRAIN IS OUTLETTED
INTO AN INLET. OR WHERE ANY
OTHER UNUSUAL CONDITIQONS PREVAIL.
THESE DIMENSIONS MAY BE VARIED
AS DIRECTED.

ELEVATION-UNDERDRAIN OUTLET

SPECIFICATION
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